
READ THIS MANUAL CAREFULLY BEFORE USE – FAILURE TO DO SO MAY RESULT IN INJURY,
PROPERTY DAMAGE AND MAY VOID THE WARRANTY. 

KEEP THIS MANUAL FOR FUTURE REFERENCE. Products covered by this manual may vary in
appearance, assembly, inclusions, specifications, descriptions, and packaging.

RocwooD
Hydraulic

Wheel Dolly

ENOWNER’S MANUALRWWD2



Introduction

This manual has been produced by RocwooD and should be kept
with the product and referenced for operation, maintenance and

troubleshooting.

This manual contains an overall description of the product, together
with all the necessary information for using the product correctly

and safely. It is highly recommended that this manual is read prior to
any operation or maintenance of this product. The safety

precautions and warnings are to ensure your safety and protect you
from harm or damage to the product.

All photographs and drawings in this manual are supplied by
RocwooD to help you with the operation and maintenance of the
product. The information contained in this manual was accurate at
the time of production, however RocwooD may make modifications

to the product without notification.

When operating and maintaining this product as instructed in this
manual, your item will give you many years of reliable service.

RocwooD Limited
RocwooD House
Lightwood Green Industrial Estate
Overton
Wrexham
LL13 0HU
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Brand RocwooD

SKU RWWD2

Type Hydraulic Wheel Dolly

Capacity 1500LB/680KG

Quantity 2

Colour Black

Material Heavy Duty Steel

Weight (kg) 36kg Combined

Tyre Width Under 13"/33cm Tyre Width 

Warranty
A 12 Month Domestic User Warranty, Business Or Continuous
Use Will Invalidate this Warranty.

Specification
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When lowering the vehicle back down onto the wheel dolly, you must
make sure that this is done slowly and gently, any sudden drop can

cause damage to the wheels which would not be covered under
warranty.
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Safety
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Read this material before using this product. Failure to do so can result in serious injury. SAVE THIS MANUAL.
Study, understand, and follow all instructions before operating this item.
Do not exceed rated capacity.
Use only on hard, level surfaces.
Before moving a load, assure that the load is centred and secured with a load restraint device.
No alterations shall be made to this product.
Wear ANSI-approved safety goggles and heavy-duty work gloves during use.
Keep clear of load's path while placing on and removing from dollies, and while moving.
Use as intended only. Do not use for aircraft purposes. Use only in pairs.
Inspect before every use: do not use if parts are loose or damaged.
Be aware of dynamic loading! Sudden load movement may briefly create excess load causing product
failure.
Assemble only according to these instructions. Improper assembly can create hazards.
Keep your work area clean and well lit. Cluttered work areas invite accidents.
Keep bystanders, children, and visitors away while operating the wheel dolly. Distractions can cause you
to lose control.
Stay alert. Watch what you are doing, and use common sense when operating the wheel dollies. Do not
use while tyred or under the influence of drugs, alcohol, or medication. A moment of inattention while
operating the wheel dollies may result in serious personal injury.
Keep clear of load while lifting and lowering.
Do not work under vehicle while it is on dollies.
Lower load slowly.
Weight capacity and other product capabilities apply to properly and completely assembled product
only.
Store idle wheel dollies out of reach of children and other untrained persons. Wheel dollies are dangerous
in the hands of untrained users.
Wheel dolly repair must be performed only by qualified repair personnel. Service or maintenance
performed by unqualified personnel could result in a risk of injury.
When servicing a wheel dolly, use only identical replacement parts.
Use of unauthorised parts or failure to follow maintenance instructions may create a risk of injury and may
void any warranty.
Industrial applications must follow relevant UK health and safety regulations/requirements.
Do not allow anyone in the vehicle while using a wheel dolly. Do not start the vehicle while it is on wheel
dollies. Keep all bystanders a safe distance away from the vehicle.
This product is not a toy. Do not allow children to play with or near this item.
Maintain product labels and name plates. These carry important safety information. If unreadable or
missing, please contact RocwooD.
The warnings, precautions, and instructions discussed in this manual cannot cover all possible conditions
and situations that may occur. The operator must understand that common sense and caution are
factors, which cannot be built into this product, but must be supplied by the operator.
Do not roll the dolly while loaded over rough surfaces, such as concrete seams. Use on flat, level, hard
surface only. Wheels may scratch or dig into less durable surfaces (such as linoleum or wood).
After lifting, be sure always lock the pin in place before operating. Pull the pin out after finishing
work and then release the valve.



Features
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Roller

Left Arm

Right Arm

Foot Pedal

Hydraulic

Pedal Lock

Lever



Parts Assembly
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Operating Instructions 
1.Place the dolly on the floor and press down on pedal to release pedal lock. Pull out the lock pin

from the frame.
2.Before operating, open release valve by turning hand-wheel anticlockwise. Expand the dolly by

turning the hand-wheel enough to place around tyre and position so both rollers now contact
the tyre tread.

3.To obtain the best control of the dolly, while expanding around tyre, place your left hand on top
of the left side axle and your right hand at the centre of the pedal. Close release valve by
turning hand-wheel clockwise to a snug-tight position, the dolly may now be used.

4.Place the dolly so that the unit is parallel to the sidewall of the tyre to be lifted. Leave
approximately 3/4" of clearance between tyre and the dolly. 

5.This is very important. If unit is misaligned, it is possible that the tyre will be forced to hit the axle
of the dolly and not the rollers, this may damage the dolly.

6.To lift the tyre, flip the directional lever up and place foot on the pedal depressing it with smooth,
even strokes. Cycle the pedal until tyre is lifted from surface one inch or less. After lifting, the
lower the tyre is to the ground the more stable the dolly will be. After lifting, be sure to always
lock the pin in place before operating. Repeat process on the other tyres and manoeuvre the
vehicle as required.

7.To release dolly, pull the pin out from frame and open valve by turning hand-wheel
anticlockwise slowly. The dolly may be removed when rollers disengage from the tyre.

Operation
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Assembly
1.Assemble on a flat, level, hard and smooth surface.
2.Attach the castors, making sure the square nuts sit inside

the square openings.
3.Thread lock nuts on to castor bolts, securing tightly.

Warning: Be ready for any movement the vehicle may make when the other
tyre(s) come off the ground. Ensure that you have sufficient assistance and

manpower to safely guide and control the vehicle.

Warning: Stay clear of any sloping areas or entry ramps, however shallow
they may appear. Sufficient space should be allowed between the side of
the vehicle and an adjacent wall for the vehicle to be withdrawn from its

location in a sideways manner.

Castor



Maintenance
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Procedures not specifically explained in this manual must be performed only by a qualified
technician.
To prevent serious injury from tool failure: do not use damaged equipment. If abnormal noise
or vibration occurs, have the problem corrected before further use. 

1.Before Each Use: Inspect the general condition of the wheel dolly. Check for: broken, cracked
or bent parts. Loose or missing parts. Any condition that may affect the proper operation of the
product.

2.After Every Use: Wipe down the dolly with a clean cloth. Then store it in a safe, dry location out
of the reach of children and other non-authorised people. 

3.Periodically: Lubricate the castor and foot pedal pivot with oil and put the lever in the down
position, spread arms apart and lightly grease the notched tube.



RocwooD Warranty

1.           Users Statement of Warranty
All machines supplied by RocwooD Ltd are warranted to be free from defects in material and workmanship.
The Warranty applies to the original purchaser, is not transferable and covers faulty parts and the labour
involved in replacing and repairing those parts.

2.           Period of Warranty
(a) 12 month Warranty from the date of sale to the original purchaser for a period of 12 months, unless
stated otherwise.
(b) A 90-day Warranty applies to items subject to normal wear and tear, e.g. but not limited filters, tyres,
wheels, belts, spark plugs, blades (for lawnmowers & brushcutters), cutter bars (for hedgecutters), cables,
carburettors, and bearings.

3.           Not covered by this Warranty
(a) This Warranty covers 12 months domestic use, business or continuous use will invalidate this Warranty.
Unless stated otherwise.
(b) The Warranty policy does not cover any depreciation or damages caused by ordinary wear, rusting or
corrosion, lack of correct maintenance or operation, misuse, abuse, lack of transportation or accident.
(c) The Warranty policy will not cover failure or damage caused as a result of parts or accessories being
modified without the written approval of RocwooD Ltd.
(d) The Warranty policy is non-transferable and is only applicable to the original purchaser.
(e) Warranty on high pressure hoses is limited 6 months and does not include high pressure hoses which
have suffered external damage.

4.           Disclaimer
(a) No person is authorised to make any warranties, representations or promises, expressed or implied, on
behalf of RocwooD Ltd, or to modify the terms conditions or limitation of this Warranty policy in any way.
(b) All goods must be examined on receipt, please examine all machines and packages, if there is any
damage or short shipment sign ‘Damaged’ or ‘Detail any item not received’ and notify both RocwooD Ltd
Warranty Department by email and the carrier within 7 days of any damage or missing parts. No claims will
be accepted after this time.
(c) RocwooD Ltd will arrange collection of faulty goods within the first 60 days and thereafter it will be a
return to base Warranty (the customer must return and we will check, if found faulty the machine will be
repaired and returned back to the customer. If found to be faulty and we cannot repair then we will refund
or replace).
(d) The Warranty offered by RocwooD Ltd is limited to the making good by repair or replacement for the
purchaser any part or parts found, upon examination at our workshop, to be defective under normal use
and service due to defects in material or workmanship. Returned machines must be complete and
unexamined.
(e) This Warranty does not apply to any part of the goods, which has been subjected to misuse, abuse,
improper or abnormal use, negligence, alteration, modification & accidental damage.
(f) RocwooD Ltd shall have no liability or responsibility to the purchaser or any other person or entity with
respect to any liability, loss, or damage caused or alleged to be caused directly or indirectly by the goods.
(g) Economic loss or extra expense due to unit damage/failure is not covered under the Warranty. Under
no circumstances is RocwooD Ltd liable for any indirect, incidental, or consequential damages due to unit
damage or failure.
(h) Some units require periodic maintenance, as outlined in the unit’s Operation Manual, and it is the
responsibility of the customer to perform regular maintenance. Failure to properly maintain the unit and
perform regular maintenance may void the Warranty.

Returning
Pack the machines carefully so that any transit damage is avoided. All machines (if applicable)
should be drained of petrol and oil and securely plugged to prevent seepage. Certain other
components, electrical items for example, may require particular care when packing to avoid
damage in transit.


